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DuPont has developed a seal design to improve seal life in dovetail grooves. This design combines the 
excellent chemical, thermal and plasma resistance of DuPont™ Kalrez® perfluoroelastomer parts with a 
unique cross-sectional shape that eliminates many of the problems associated with semi-dynamic seal 
applications using a dovetail groove. These problems include installation difficulties as well as short seal 
life and particle generation due to seal wear and degradation. 

      

Features and Benefits 
• Molded notch makes installation a snap!  

• Reduces installation time. 

• Avoids improper installation.  

• Geometry interlocks in groove to prevent seal from rolling and twisting during installation. 

• Bottom lobes lock seal in place to resist pullout and movement during actuation. 

• Seal parting lines are maintained below the flange surface, eliminating direct exposure to plasma or 
process chemicals. 

• Seal design and compound selection combine to yield REDUCED PARTICLE GENERATION and 
SIGNIFICANTLY INCREASED SEAL LIFE! 

 

 



 

 

Suggested Applications 
• Slit valve doors 

• Gate valves 

• Semi-dynamic sealing applications that utilize a dovetail groove configuration 

Availability 
• Molds have already been developed for a number of common slit valve door seal part sizes.  

• A DuPont™ Kalrez® TriLobe™ seal can be developed to fit any size dovetail groove. 

• The Kalrez® TriLobe™ seal is available in a variety of compounds. DuPont or its authorized distributors 
can help you determine the best compound to optimize seal performance for your set of process 
conditions.  

• Contact an authorized distributor of Kalrez® parts for pricing and availability. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Visit us at kalrez.dupont.com or vespel.dupont.com 

Contact DuPont at the following regional locations: 

North America 
800-222-8377 

Latin America 
+0800 17 17 15 

Europe, Middle East, Africa 
+41 22 717 51 11 

Greater China 
+86-400-8851-888 

ASEAN 
+65-6586-3688  

Japan 
+81-3-5521-8484 

The information set forth herein is furnished free of charge and is based on technical data that DuPont believes to be reliable and falls within the normal 
range of properties. It is intended for use by persons having technical skill, at their own discretion and risk. This data should not be used to establish 
specification limits nor used alone as the basis of design. Handling precaution information is given with the understanding that those using it will satisfy 
themselves that their particular conditions of use present no health or safety hazards. Since conditions of product use and disposal are outside our 
control, we make no warranties, express or implied, and assume no liability in connection with any use of this information. As with any product, 
evaluation under end-use conditions prior to specification is essential. Nothing herein is to be taken as a license to operate or a recommendation to 
infringe on patents. 

Caution: Do not use in medical applications involving permanent implantation in the human body. For other medical applications, discuss with your 
DuPont customer service representative and read Medical Caution Statement H-50103-3. 
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